
Poster Print Size: 
This poster template is 36” 
high by 48” wide. It can be 
used to print a Tri-Fold 
poster with 12” wings. 

Placeholders: 
The various elements 
included in this poster are 
ones we often see in 
medical, research, and 
scientific posters. Feel free 
to edit, move,  add, and 
delete items, or change 
the layout to suit your 
needs. Always check with 
your conference organizer 
for specific requirements. 

Image Quality: 
You can place digital 
photos or logo art in your 
poster file by selecting the 
Insert, Picture command, 
or by using standard copy 
& paste. For best results, 
all graphic elements 
should be at least 150-200 
pixels per inch in their 
final printed size. For 
instance, a 1600 x 1200 
pixel photo will usually 
look fine up to 8“-10” wide 
on your printed poster. 

To preview the print 
quality of images, select a 
magnification of 100% 
when previewing your 
poster. This will give you a 
good idea of what it will 
look like in print. If you are 
laying out a large poster 
and using half-scale 
dimensions, be sure to 
preview your graphics at 
200% to see them at their 
final printed size. 

Please note that graphics 
from websites (such as the 
logo on your hospital's or 
university's home page) 
will only be 72dpi and not 
suitable for printing. 

 
[This sidebar area does not print.] 

Change Color 
Theme: 
This template is designed 
to use the built-in color 
themes in the newer 
versions of PowerPoint. 

To change the color 
theme, select the Design 
tab, then select the Colors 
drop-down list. 

 

 

 

 

 

 

 

 

 

The default color theme 
for this template is 
“Office”, so you can always 
return to that after trying 
some of the alternatives. 

Printing Your 
Poster: 
Once your poster file is 
ready, visit 
www.genigraphics.com to 
order a high-quality, 
affordable poster print. 
Every order receives a free 
design review and we can 
deliver as fast as next 
business day within the US 
and Canada.  

Genigraphics® has been 
producing output from 
PowerPoint® longer than 
anyone in the industry; 
dating back to when we 
helped Microsoft® design 
the PowerPoint® software.  

 
US and Canada:  1-800-

790-4001 
Email: 

info@genigraphics.com 
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Kaynakça 

Tasarımın ana hedefi, sadece bitirme projesinin yanı sıra, insanlığın hizmetine sunulabilecek bir çalıĢmanın ilk adımlarının 

oluĢturulmasıdır. 

Parmakta tek motor kullanarak 3 parmağın birden hareket edebiliyor olması hem kontrol anlamında hem de mekanik anlamda 

sistemi çok sadeleĢtirmiĢtir. Her ne kadar gerçek bir insan elinde bağımsız eklem hareketi söz konusu olsa da, protez bir el için 

bunun gerekliliği tartıĢmaya açık bir konudur. 

Projenin Amacı 

 

 

 

 

 

 

 

 

 

 

 

 

 

    Malzemeler : 

- Alüminyum 

- Paslanmaz Çelik 

- Servo Motor 

- Akrilik Boya 

 

SĠSTEM DÜZENEĞĠ 

-  Literatür taraması 

-  Ön prototip hazırlanması 

-  Ön prototip imalatı ve hata 

analizlerinin yapılması 

-  Tasarımın çizimlerinin son haline 

getirilmesi 

-  En son tasarımın imalatı 

Proje Adımları 

Daha önceden imal edilmiĢ dirsek 

altı tasarımlarına katkı sağlamak ve 

daha uygun fiyatlara imal edip 

üretilen parçaların bir araya 

getirilerek kas sinyalleriyle kontrol 

edilebilen elektromekanik dirsek altı 

protezi üretmek.  

Servo Motor 

Tercih Sebepleri : 

 

-  Yüksek Tork 

-  DüĢük gerilim ile besleme 

-  Sürücü ihtiyacı bulunmaması 

-  Dahili redüktör sistemi 

Sonuçlar 

Çizelge 1 Çizelgenin adı 

Projemize katkılarından dolayı Nefatek  

Makine Teknoloji Oto. Endüstri Gıda ITH. 

ITR.SAN Ve  TIC. LTD. STI teĢekkür  

ederiz.  

TeĢekkür 

- Tasarım kriterlerinin belirlenerek 

uygun malzemelerin seçilerek ve 

gerekli çizimler, hesaplamalar ve 

analizler yapılarak imalata uygun 

hale getirilmesidir. 

- Elektromekanik protez uzvu en 

ucuza imal edilmesi gerekir. 

Öneriler 

Myoelektrik Sistemler 
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